
MANUF ACTURER:

Western Excelsior Corporation
P.O. Box 659
90 I Grand Avenue

Mancos, CO 81328
(970-533-7412)

DA TE PREPARED: 4/23/07

PRODUCT NAME:

CHEMICAL FAMILY:

OSHA HAZARD:

DESCRIPTION:

MATERIAL SAFETY DATA SHEET

EXCEL R-I

WOOD FIBER EXCELSIOR, SINGLE NET
TEMPORAR Y EROSION CONTROL BLANKET

CAS. NO. 8003-70-0 POL YETHYLENE & ORGANIC

NO

MACHINE PRODUCED MAT OF CURLED ASPEN
WOOD EXCELSIOR WITH EXTRUDED

POL YPROPYLENE NET ON TOP OF MAT, NET
SEALED TO EXCELSIOR FIBER WITH
CONTINUOUS LINES OF POLYETHYLENE THREAD

CAUTION: MOLTEN MATERIAL WILL PRODUCE THERMAL BURNS

PHYSICAL DATA

APPEARANCE & ODOR:

SOLUBILITY IN WATER:

MELTING POINT:

SPECIFIC GRA VITY:

WOOD EXCELSIOR FIBER, EXTRUDED PLASTIC
MESH & POLYPROPYLENE AND/OR
POL YETHEL YNE THREAD. MILD ODOR

NEGLIGILBE

285 - 300 DEGREES F

VARIABLE (DEPENDANT ON MOISTURE
CONTENT)
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% VOLATILE BY VOLUME: N/A

PH: 5

FIRE AND EXPLOSION DATA

FLASH POINT:

AUTOIGNITION
TEMPERA TURE :

EXPLOSIVE LIMITS IN AIR:

EXTINGUISHING MEDIA:

SPECIAL FIRE FIGHTING
PROCEDURES:

UNUSUAL FIRE &
EXPLOSION HAZARDS:

STABILITY:

INCOMPA TIBILITY:

POL YMERIZA TION:

HAZARDOUS
DECOMPOSITION
PRODUCTS:

EXPOSURE LIMITS:

EYE CONTACT:

SKIN CONTACT:

> 600 DEGREES F

> 400 - 500 DEGREES F

N/A

WATER SPRA Y, DRY CHEMICAL

SPRA Y WITH WATER. WEAR SCBA AND
PROTECTIVE CLOTHING TO PREVENT
CONTACT WITH SKIN

STRONG TO SEVERE (if blanket comes in
contact with ignition source)

REACTIVITY DATA

STABLE

A VOID CONTACT WITH OXIDIZING AGENTS,
DRYING OILS, FLAME, TEMPERA TL TRES OVER
400 DEGREES F

WILL NOT OCCUR

COMBUSTION WILL PRODUCE CARBON

DIOXIDE, CARBON MONOXIDE, ALDEHYDES,
& INORGANIC ACIDS.

HEAL TH HAZARDS

N/A

NO SPECIFIC HAZARD

MOL TEN MATERIAL WILL PRODUCE THERMAL
BURNS
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