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"MANUFACTURER:

TELEPHONE NO.: (408) 297-3500 DATE: 01/06/03

===========================================================================
SECTION I PRODUCT IDENTITY
===========================================================================

TRADE NAME: HYPALON PLASTIC WELDING ADHESIVE CHEMICAL NAME: N/A

HAZ. MATERIAL
XYLENE

PEL
100 ppm

TLV
100 ppm

% (INGR.)
84

CAS #
1330-20-7
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PROPER SHIPPING NAME: Adhesive, Containing Flammable Liquid
DOT Classification: UNl133
DOT Labeling: Flammable
Hazardous Classification: Class III

HMIS Ratina
HE.I.I..LTH 2
FIRE 3
RE.!>..CTIVITY 1
S P3CIAL
PROTECION ~

------------------------------------------------------------------------------------------------------------------------------
SECTION II PHYSICAL/CHEMICAL CHP~CTERISTICS
------------------------------------------------------------------------------------------------------------------------------

BOILING POINT: 281 DEGREES F. SPECIFIC GRAVITY: 0.921

VAPOR PRESSURE: 6 mmHg @ 68 DEG. F. MELTING POINT: N/A

VAPOR DENSITY: 3.7 (AIR=l) EVAPORATION RATE: SLOWER TF~ ETHER

SOLUBILITY IN WATER: NEGLIGIBLE V.O.C. = 840 g/l

PERC~~ VOLATILE BY VOLUME: 89.2%

APPEARANCE ~v ODOR: BLACK FLUID WITH A SLIGHT AROMATIC ODOR

------------------------------------------------------------------------------------------------------------------------------------------------------
SECTION III FIRE AND EXPLOSION HAZARD DATA
------------------------------------------------------------------------------------------------------------------------------------------------------

FLASH POINT: 79 DEG F. TCC FLAHMABILITY LIMITS: LEL: 1.0 UEL: 7.0

EXTINGUISHING MEDIA: WATER FOG, FOp~, C02, DRY CHEMIC.~

SPECIAL FIRE FIGHTING PROCEDURES: USE NIOSH/MSHA APPROVED SELF-CONTAINED
BREATHING APPARF.TUS

~uSUAL FIRE AND EXPLOSION ~~ZARDS: VAPORS ARE HEAVIER THAN AIR - IGNITION
MAY OCCUR AT LOCATIONS AWAY FROM THE
HANDLING SITE




